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Note: The above specifications are typical only. Please contact our Sales Department for specific requirements. 

 LTCS10.7 

LTCV10.7 

Part Number Centre Frequency 
 (MHz) 

3db Bandwidth 
(kHz Min) 

20db Bandwidth 
(kHz Max) 

Insertion Loss 
(dB Max) 

Response 
[9kHz ~ 12kHz] 

(dB Min) 

LTCV10.7MHY 10.7 ±0.03 110.0 ±30.0 320.0 6.0 ±2.0 35.0 

LTCV10.7MJ 10.7 ±0.03 150.0 ±40.0 380.0 5.5 ±2.0 35.0 

LTCV10.7MS3 10.7 ±0.03 180.0 ±40.0 470.0 4.0 ±2.0 35.0 

LTCV10.7MS2 10.7 ±0.03 230.0 ±50.0 510.0 3.5 ±2.0 35.0 

LTCV10.7MA5 10.7 ±0.03 280.0 ±50.0 590.0 3.0 ±2.0 35.0 

LTCV10.7MA20 10.7 ±0.03 330.0 ±50.0 700.0 3.0 ±2.0 30.0 

LTCV10.7MA19 10.7 ±0.03 fn ±175.0 Min. 950.0 3.0 ±2.0 20.0 (5 ~ 15 MHz) 

LTCS10.7MS3 10.7 ±0.03 180.0 ±40.0 470.0 4.5 ±2.0 40.0 

LTCS10.7MS2 10.7 ±0.03 230.0 ±50.0 510.0 3.5 ±2.0 40.0 

LTCS10.7MA5 10.7 ±0.03 280.0 ±50.0 590.0 3.0 ±2.0 30.0 

LTCS10.7MA20 10.7 ±0.03 330.0 ±50.0 700.0 3.0 ±2.0 30.0 

Centre Frequency 10.64 ±0.03 MHz 10.67 ±0.03 MHz 10.70 ±0.03 MHz 10.73 ±0.03 MHz 10.76 ±0.03 MHz 

 D B A C E 

Dot Colour Black Blue Red Orange White 

Pin Connections 
#1   Input 

#2   Ground 

#3   Output 

Suggested Pad Layout 

Pin Connections  

#1   Input #3   Float (signal line) 

#2   Ground #4   Output 


